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SECTION 05500 - METAL FABRICATIONS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 
1. Loose steel lintels. 

 
1.3           SUBMITTALS 

A. Shop Drawings:  Detail fabrication and erection of each metal fabrication indicated.  Include 
plans, elevations, sections, and details of metal fabrications.  Show anchorage and accessory 
items. 

1. Provide templates for anchors and bolts specified for installation under other Sections. 

B. Qualification Data:  For firms and persons specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience.  Include lists of completed projects with project 
names and addresses, names and addresses of architects and owners, and other information 
specified. 

1.4 QUALITY ASSURANCE 

A. Fabricator Qualifications:  A firm experienced in producing metal fabrications similar to those 
indicated for this Project and with a record of successful in-service performance, as well as 
sufficient production capacity to produce required units. 

B. Welding:  Qualify procedures and personnel according to the following: 

1. AWS D1.1, "Structural Welding Code--Steel." 
2. AWS D1.2, "Structural Welding Code--Aluminum." 
3. AWS D1.3, "Structural Welding Code--Sheet Steel." 
4. Certify that each welder has satisfactorily passed AWS qualification tests for welding 

processes involved and, if pertinent, has undergone recertification. 

1.5 PROJECT CONDITIONS 

A. Field Measurements:  Where metal fabrications are indicated to fit walls and other construction, 
verify dimensions by field measurements before fabrication and indicate measurements on Shop 
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Drawings.  Coordinate fabrication schedule with construction progress to avoid delaying the 
Work. 

1. Established Dimensions:  Where field measurements cannot be made without delaying 
the Work, establish dimensions and proceed with fabricating metal fabrications without 
field measurements.  Coordinate construction to ensure that actual dimensions correspond 
to established dimensions.  Allow for trimming and fitting. 

1.6 COORDINATION 

A. Coordinate installation of anchorages for metal fabrications.  Furnish setting drawings, 
templates, and directions for installing anchorages, including sleeves, concrete inserts, anchor 
bolts, and items with integral anchors, that are to be embedded in concrete or masonry.  Deliver 
such items to Project site in time for installation. 

PART 2 - PRODUCTS 

2.1 METALS, GENERAL 

A. Metal Surfaces, General:  For metal fabrications exposed to view in the completed Work, 
provide materials with smooth, flat surfaces without blemishes.  Do not use materials with 
exposed pitting, seam marks, roller marks, rolled trade names, or roughness. 

2.2 FERROUS METALS 

A. Steel Plates, Shapes, and Bars:  ASTM A 36/A 36M. 

2.3 PAINT 

A. Shop Primers:  Provide primers that comply with Division 9 Section "Painting." 

2.4          GROUT 

A. Nonshrink, Nonmetallic Grout:  Factory-packaged, nonstaining, noncorrosive, nongaseous grout 
complying with ASTM C 1107.  Provide grout specifically recommended by manufacturer for 
interior and exterior applications. 

2.5 FABRICATION, GENERAL 

A. Shop Assembly:  Preassemble items in shop to greatest extent possible to minimize field 
splicing and assembly.  Disassemble units only as necessary for shipping and handling 
limitations.  Use connections that maintain structural value of joined pieces.  Clearly mark units 
for reassembly and coordinated installation. 

B. Shear and punch metals cleanly and accurately.  Remove burrs. 
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C. Ease exposed edges to a radius of approximately 1/32 inch (1 mm), unless otherwise indicated.  
Form bent-metal corners to smallest radius possible without causing grain separation or 
otherwise impairing work. 

D. Weld corners and seams continuously to comply with the following: 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove welding flux immediately. 
4. At exposed connections, finish exposed welds and surfaces smooth and blended so no 

roughness shows after finishing and contour of welded surface matches that of adjacent 
surface. 

E. Provide for anchorage of type indicated; coordinate with supporting structure.  Fabricate and 
space-anchoring devices to secure metal fabrications rigidly in place and to support indicated 
loads. 

F. Cut, reinforce, drill, and tap metal fabrications as indicated to receive finish hardware, screws, 
and similar items. 

2.6         LOOSE STEEL LINTELS 

A. Fabricate loose structural-steel lintels from steel angles and shapes of size indicated for 
openings and recesses in masonry walls and partitions at locations indicated. 

B. Weld adjoining members together to form a single unit where indicated. 

C. Size loose lintels to provide bearing length at each side of openings equal to one-twelfth of clear 
span, but not less than 8 inches (200 mm), unless otherwise indicated on plans. 

D. Galvanize loose steel lintels located in exterior walls. 

2.7 FINISHES, GENERAL 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" for 
recommendations for applying and designating finishes. 

B. Finish metal fabrications after assembly. 

2.8 STEEL AND IRON FINISHES 

A. Galvanizing:  Hot-dip galvanize items as indicated to comply with applicable standard listed 
below: 

1. ASTM A 123, for galvanizing steel and iron products. 
2. ASTM A 153/A 153M, for galvanizing steel and iron hardware. 
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PART 3 - EXECUTION 

3.1 INSTALLATION, GENERAL 

A. Cutting, Fitting, and Placement:  Perform cutting, drilling, and fitting required for installing 
metal fabrications.  Set metal fabrications accurately in location, alignment, and elevation; with 
edges and surfaces level, plumb, true, and free of rack; and measured from established lines and 
levels. 

B. Provide temporary bracing or anchors in formwork for items that are to be built into concrete, 
masonry, or similar construction. 

3.2 INSTALLING MISCELLANEOUS FRAMING AND SUPPORTS 

A. General:  Install framing and supports to comply with requirements of items being supported, 
including manufacturers' written instructions and requirements indicated on Shop Drawings, if 
any. 

END OF SECTION 05500 


